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SITE BACKGROUND 
The site is an area of groundwater contamination within the Village of Garden City in central Nassau 
County, New York. The site is located on the eastern side of Clinton Road, south of the intersection with 
Old Country Road, and includes the area of the former Roosevelt Field airfield (Figure 1). Chlorinated 
solvents, tetrachloroethene (PCE) and chloroethene (TCE) were used at the former Roosevelt Field 
airfield during and after World War II. Direct discharge of PCE and TCE to the ground surface, a common 
practice at that time, most likely resulted in the groundwater contamination.   
 
The former Roosevelt Field airfield area is currently developed as a large retail shopping mall with a 
number of restaurants, and a movie theater. Several office buildings (including Garden City Plaza) are on 
the western perimeter of the mall and share parking space with the mall. A thin strip of open space 
along the eastern side of Clinton Road (known as Hazelhurst Park) serves as designated parkland and a 
buffer between the residential community on the west side of Clinton Road and the mall complex. Two 
municipal supply well fields are located south (downgradient) of the former airfield: the Village of 
Garden City public supply wells GWP‐10 and GWP‐11 on the eastern side of Clinton Road; the Garden 
City public supply wells are contaminated with PCE and TCE, and have been outfitted with air strippers.   
The Village of Hempstead Wellfield located approximately one mile south of the Garden City supply 
wells.    Two recharge basins are directly south of the mall/office area. One basin is known as Pembrook 
Basin and is on property owned by the mall. The second basin is Nassau County Recharge Basin number 
124.   
 
The 2007 ROD selected groundwater extraction, ex situ treatment and discharge of treated water to 
Nassau County recharge basin #124 as the remedy. A performance based remedial design (RD) was 
completed in 2009. In the RD, sampling and analysis requirements were specified for the 
implementation of the remedial action. 
 
In 2010, three extraction wells were installed to capture the contaminant plume without significantly 
impacting the pumping capacity at Garden City wells. 
 
FIELD PROGRAM OVERVIEW 
1.    Objectives of Field Work:    To install three monitoring wells to supplement existing wells to further 

delineate the southern extent of the contaminant plume. 
 
2.    Project Support Area:    249‐251 Clinton Road, Garden City, NY 
 
3.    Field Program 
  Monitoring Well Installation (see Field Change Request #8 & Appendix D of the QAPP) 

 Three monitoring wells: 
 SVP‐14 – total depth approximately 545 feet below ground surface (bgs)   
 MW‐08D – total depth approximately 535 feet bgs   
 MW‐12S – total depth approximately 110 feet bgs 



Field Planning Meeting  
RA Field Program: Monitoring Well Installation 

Old Roosevelt Field Contaminated Groundwater Site 
Garden City, New York 

July 11, 2011 
  
 

 

 
 Page2of3 

 SVP‐14 Drilling Method‐ advance a nominal 14‐inch diameter borehole, via mud rotary 
drilling, and install a 10‐inch diameter carbon steel casing to 80 feet bgs; advance a nominal 
10‐inch diameter borehole via mud rotary drilling to a final borehole depth of 545 feet bgs. 

 MW‐8D & MW‐12S Drilling Method‐advance nominal 12‐inch diameter borehole, via mud 
rotary drilling, and install an 8‐inch diameter carbon steel casing to 80 feet bgs; advance a 
nominal 8‐inch diameter borehole via mud rotary drilling to a final borehole depth of 535 
feet and 111 feet bgs, respectively.4‐inch diameter stainless steel well 

 SVP‐14 will have ten 5‐foot length well screens and MW‐8D & MW‐12S each will have a 
20‐foot length well screen 

 Westbay well installation at SVP‐14 

 Well development 
 

4.    IDW Management 

 Drilling mud and cuttings will be transferred to 20‐cubic yard roll off containers staged at 
each well location; liquid will be pumped off and transferred to 21,000 stored at the staging 
area; Seacoast will collect soil samples from each roll off container for waste 
characterization and off‐site disposal 

 Development water will be transferred to a 21,000‐gallon water tank placed at the staging 
area; Seacoast will collect a water sample from the tank for waste characterization and 
off‐site disposal 

 PPE will be stored in a 55‐ gallon drum 
 

QA/QC 
1.    Applicable project documents: 

 Final QAPP dated March 14, 2008. Approved July 18, 2008 

 Field Change Request #8 

 Health and Safety Plan – June 19, 2008 

 Drilling Scope of Work – March 2010 

 IDW Scope of Work ‐ March 2010 
 
PROJECT ROLES AND RESPONSIBILITIES 
1.    EPA:    Caroline Kwan, EPA RPM 
2.    CDM:   Thomas Mathew, PM 
    Ali Rahmani, Project Engineer 
    Lisa Campbell, Project Geologist 
    Mike Ehnot, FTL 
3.    Subcontractors 
  Drilling:    Uni‐Tech 
  IDW:    Seacoast Environmental 
  Surveyors: GEOD Corporation 
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COMMUNICATION WITH STAKEHOLDERS/PROPERTY OWNERS/PUBLIC 
1. State and Local Government Agencies 

a.    NYSDEC 
b.    NYSDOH 
c.    Nassau County DOH 
d.    Village of Garden City 

2.    Property Owners 
a.    Village of Garden City (Frank Koch, Water Department) 

3.    General Public 
Dealing with public/media ‐ (1) Caroline Kwan (EPA RPM) will be the first to contact 
property owners about any issues concerning the site. She will also be the main contact 
for the public (2) Field team refers questions from public to the FTL.    (3) With public, 
FTL briefly states what we are doing, and directs public to Caroline Kwan for further 
information.    With media, FTL directs reporters to Caroline Kwan.   

                         
  NOTE:   Under NO CIRCUMSTANCES, shall any member of the field team discuss site activities 

with the media. 
4.    Property Access – all access has been obtained by EPA 
 

HEALTH AND SAFETY 
1.    Level of Protection – Level D   
2.    Contaminants and Hazards of Concern – PCE, TCE; vehicular traffic; heavy       
  machinery, slips/trips/falls 
3.    Health and Safety Instruments – PID 
4.    OSHA required training documentation – 40‐hour OSHA, 8‐hour refresher, Site     
  Supervisor, First Aid/CPR   
5.    Hospital Route and Emergency Numbers 
6.    CDM H & S program manual, HASP, and MSDS sheets 
 

SCHEDULE 
1.    SVP‐14 Well Installation including Westbay well installation, and well development 
2.    MW‐8D Well Installation and well development 
   
3.    MW‐12D Well Installation and well development 
4.    Groundwater Sampling (to be covered during a separate field planning meeting) 



 

 

 

 

 

 

 

 

FIELD CHANGE REQUEST No. 8 

ADDITIONAL WELL INSTALLATION 
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